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ABSTRACT 
This paper outlines a direct, experimental comparison between two established active vibration 
control techniques. Active vibration control methods, many of which rely upon piezoelectric 
patches as actuators and/or sensors, have been widely studied, showing many advantages over 
passive techniques. However, few direct comparisons between different active vibration control 
methods have been made to determine the performance benefit of one method over another. For 
the comparison here, the first control method, velocity feedback, is implemented using four 
accelerometers that act as sensors along with an analog control circuit which drives a 
piezoelectric actuator. The second method, negative capacitance shunt damping, consists of a 
basic analog circuit which utilizes a single piezoelectric patch as both a sensor and actuator. Both 
of these control methods are implemented individually using the same piezoelectric actuator 
attached to a clamped Plexiglas window. To assess the performance of each control method, the 
spatially averaged velocity of the window is compared to an uncontrolled response. 

1. INTRODUCTION 
The use of thin, piezoelectric actuators to control vibrations on beams and panels has been of 
research interest for some time [1-3]. Active control approaches utilizing piezoelectric 
transducers have been shown to be an effective broadband solution to reducing vibration on 
panels [4], with many different architectures being researched. However, few direct comparisons 
have been made between active control approaches to determine the advantages and 
disadvantages. There has been research on piezoelectric vibration control compared to either 
constrained layer damping [5, 6], tuned mass dampers [7], and distributed vibration absorbers 
[6]. Similarly, many researchers have compared different implementations of switching shunt 
damping techniques [8-11]. This work focuses on a comparison of two separate active vibration 
control techniques in terms of suppression performance, power required for control, and the 
complexity of approach. 

The two control methods that will be compared here are active damping and negative 
capacitance shunt control. Both of these methods utilize small, independent control units 
attached to a thin vibrating structure, and both approaches can be implemented using analog 
electronics. Active damping, or direct velocity feedback, uses matched sensor-actuator pairs to 
produce a control force that is directly proportional to velocity. For a sensor-actuator pair to be 
considered matched, they must couple to the system in the same way, e.g., a collocated point 
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sensor and a point force actuator. In practice, implementing a highly matched, collocated sensor-
actuator pair is generally quite difficult. In this work, a piezoelectric actuator will be coupled 
with accelerometers as sensors. In contrast, negative capacitance shunt control uses a single 
piezoelectric transducer as both the sensor and actuator simultaneously. The negative capacitance 
shunt acts as a feedback controller that modifies the apparent impedance of the structure to 
reduce the global vibration amplitude. Therefore, the negative capacitance shunt control method 
is guaranteed to have a perfectly matched sensor-actuator pair due to the fact that it uses the 
same piezoelectric actuator as both the actuator and sensor. However even though both methods 
make use of different sensors, the performance of both active damping and negative capacitance 
shunt control will be compared using the same actuator. Another similarity between these two 
approaches is that both are implemented using analog electronics.   

The rest of this work is organized into four sections. First, the control circuits are presented in 
detail along with the type of actuator that will be used for experimental comparison. Next, the 
experimental setup and procedures are outlined. The results, comparison, and analysis are then 
discussed. Finally, a conclusion of the comparison is made. 

2. CONTROL CIRCUITS 
Before outlining the control systems that will be compared, the actuator that will be utilized is 
first described. The type of actuator used is a diamond-shaped macro-fiber composite (MFC) 
piezoelectric transducer with integrated electrodes that has been previously developed by 
Schiller, Perey and Cabell [12]. Based on the triangular control actuators used in [13-15], the 
diamond-shaped MFC transducers improve performance over traditional piezoelectric triangular 
patches for use as control actuators by eliminating destabilizing edge and base line moments 
[12]. By using interdigitated electrodes instead of traditional, uniform bipolar electrodes, the 
edge line moments can be eliminated by choosing the slope of the diamond such that 

    (1) 

where eij is the piezoelectric material constant relating the electric field in the i direction to the 
stress induced in the j direction. The base line moments can be negated by combining two 
triangular patches at their bases. By canceling the line moments, the diamond-shaped actuator 
couples to the system as four point forces at the four corners. Therefore, four point sensors must 
be utilized in the combination shown in Figure 1 to create a matched sensor for the diamond-
shaped interdigitated piezoelectric transducer. 

 
Figure 1 - Combination of point sensors to match the output response of the diamond shaped actuator 
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A. Active Damping Feedback System 
The electrical components of the active damping feedback system include proper signal 
conditioning and amplification along with the control logic. Figure 2 shows a photograph of the 
complete active damping control circuit. Four IEPE (Integrated Electronics Piezo Electric) 
accelerometers are connected to the circuitry by four 10-32 connectors and are powered to the 
required 8 mA at 28 VDC. A high pass filter first removes this DC component from the 
accelerometer signals. The four individual sensor AC signals are scaled, summed, and integrated 
to obtain a signal value that is proportional to velocity. The overall gain of the controller is 
selected with an adjustable gain stage. The signal is then sent to two high voltage amplifiers to 
drive the piezoelectric actuator. For frequencies between 20 Hz and 20 kHz, the transfer function 
of input X to output voltage Y can be described as the simple model 

   (2) 

where f is the frequency and K is the adjustable gain with a range of 10 to 60. Outside of this 
frequency range, the actual transfer function deviates due to the high pass filters below 20 Hz 
and the limitations of the circuit components, specifically the op-amps, above 20 kHz. More 
details of the design and implementation of the circuit can be found in [12]. The gain K was set 
to 21.3 for this comparison, which was close to the highest value possible while retaining system 
stability. 

 
Figure 2 - Photograph of active damping control circuit [12]. 

B. Negative Capacitance Shunt 
Shunts are any electrical device connected between the electrodes of a piezoelectric transducer 
used to modify the mechanical impedance of the system. Shunts are generally considered either 
passive or active based on their electrical components. One type of active shunt is the negative 
capacitance shunt. This type of shunt consists of a resistor and a negative capacitance element. 
The performance of the negative capacitance shunt can be described in terms of an active 
feedback controller [18]. For collocated drive and control transducers, the closed-loop transfer 
function between the voltage supplied to the system Vin and the voltage output of the control 
transducer Vp is  

   (3) 
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where G is the open loop transfer function that encompasses the dynamics of the mechanical 
system.  K is the controller transfer function including the impedance of the shunt, ZS, and the 
impedance of the control transducer, Zp, and is given by  

 S

S p

Z j
K j

Z j Z j
 . (4) 

Using a negative capacitance shunt with the impedance equal to Equation (6) and a control 
transducer with ideal capacitance, the controller becomes 
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where Cp is the capacitance of the control transducer, RS is the shunt resistance, and CS is the 
negative capacitance magnitude. It has been previously shown that the optimal value of shunt 
impedance to minimize vibration produces an undamped electrical response in the circuit, 
therefore CS > CP to keep the electrical output of the op-amp within the supply voltage levels 
[18]. However, CS should be as close to the value of CP as possible to maximize control. The 
resistance value RS determines the frequency bandwidth of control [19]. For this work, the value 
of negative capacitance was chosen to be 7.19 nF which is slightly larger than the transducer 
capacitance of 7.16 nF. The resistor was chosen to be 2000 Ω to allow for control in the 
frequency range of interest. 

A negative impedance converter is used to create a negative capacitance element [16]. When 
combined with the series resistor, Figure 3a, the impedance of the shunt ZS is defined as 

   (6) 

where the negative capacitance can be found by 

  . (7) 

The resistors R3 and R4 are used to tune the negative capacitance value to the necessary 
magnitude. It should be noted that the large resistor R2 is only added in parallel with the 
reference capacitor C2 for low frequency op-amp stability but is not included in the definition of 
impedance because it is large enough to have negligible effect on the impedance above 10 Hz. 
Figure 3b shows a picture of a prototype negative capacitance circuit for comparison to the 
circuit used for implementation of active damping, Figure 2. The prototype circuit could be 
reduced in size with the use of surface mount electronics, however the size and number of 
components is significantly smaller than the active damping circuit. 
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Figure 3 - Negative capacitance shunt a) schematic and b) photograph [17]. 

3. EXPERIMENTAL SETUP AND PROCEDURE 
This section outlines the procedures and experimental setup that were used to compare the two 
control methods presented above. A Plexiglas window panel was utilized as the test structure.  
The physical properties of the window panel are shown in Table 1. A 12.8 cm long diamond-
shaped transducer was placed in the center of the panel to act as the control actuator. The width 
of the actuator, 3.2 cm, was calculated from Equation (1). Refer to Schiller, Perey [12] for a 
photograph of the Plexiglas test panel. A smaller diamond-shaped actuator bonded on the 
opposite side of the panel from the control actuator, but in the same nominal position, was used 
to disturb the panel with a pseudorandom drive signal. Having the drive actuator substantially 
collocated with the control transducer ensured that only the modes that could be controlled 
would be excited, which allowed for a straightforward comparison of the two control 
approaches. Each circuit’s op-amps were powered using two Sorensen DLM 20-30 power 
supplies which have built-in voltage and current meters allowing for the direct comparison of the 
total power delivered to the circuits. The two power supplies were connected in series to power 
each circuit and were necessary due to the fact that the op-amps require a DC voltage larger than 
the range of a single power supply. 

Table 1 - Physical properties of Plexiglas window test panel 

Thickness 4.45 mm 

Height 90.4 cm 

Width 70.9 cm 

Mass 1.6 kg 

The metric chosen to compare performance of the two active control circuits is the ability to 
suppress global vibration amplitude. This is quantified using the spatially averaged velocity-
squared, , which is proportional to the kinetic energy of the system. An ‘open’ case 
represents the uncontrolled response of the panel. The open response is compared to controlled 
responses with negative capacitance shunt alone and the active damping circuit alone. To 
simplify discussion of the results, the spatially averaged velocity-squared value at each 
frequency is normalized by the maximum squared velocity over all frequencies, or specifically 
the peak ‘open’ response is set to 0dB. A Polytec PSV-300 scanning laser Doppler vibrometer 
was used to determine the velocity at 420 points distributed over the surface of the Plexiglas 
window.  

2v
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4. RESULTS AND ANALYSIS 
Three criteria will be used to compare the two control approaches: suppression performance, 
power consumption, and approach complexity. The normalized spatially averaged velocity-
squared for each control approach is compared to the uncontrolled open case to determine the 
suppression performance. Secondly, the power supplied to each control circuit during operation 
is compared. Finally, the complexity of each approach is described, which includes a discussion 
on cost and weight. 

A. Suppression performance 
Figure 4 shows the normalized spatially averaged velocity-squared magnitude versus frequency 
for the two control approaches and the open case. As can be seen, both active control approaches 
reduce the spatially averaged velocity of the panel; however the performance of the active 
damping circuit is significantly better. Specifically, the negative capacitance shunt reduces the 
magnitude at all resonance frequencies from 250 Hz to 2000 Hz and obtained a maximum 
reduction of 6.6 dB at 435 Hz. For the active damping approach, the bandwidth is greater: 
reductions are observed from 250 Hz to 3600 Hz. Similarly, the reduction in velocity is much 
larger than for the negative capacitance shunt for all frequencies in this bandwidth, with a 
maximum reduction of 21.5 dB at 435 Hz. However, due to spillover, there are two frequencies 
with increased response when the active damping control was applied: 2500 Hz and 5500 Hz 
with an increase in spatially averaged velocity-squared of 4.5 and 6.8 dB respectively.  

 
Figure 4 - Spatially averaged velocity-squared versus frequency 

B. Power consumption 
As stated in Section 3, the power supplied to the two circuits under operation was measured 
using the internal current and voltage meters inside the op-amp power supplies. The voltage, 
current and total power for each approach is shown in Table 2. The voltage shown is the 
differential voltage from the positive to the negative rail. Due to the low precision of the current 
meter, the current for the negative capacitance shunt was read to be 0.0 A. Therefore for the 
power computation, the current was assumed to be less than 0.05 A. It has been previously 
shown that the power necessary for the shunt is less than or equal to 1 W which validates this 
assumption [17]. Even assuming the highest possible power, the power consumed by the 
negative capacitance shunt is three times less than that of the active damping circuit.  
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Table 2 - Voltage, current, and power supplied to control approaches under use 

Approach Voltage (V) Current (A) Power (W) 

Active Damping 28 0.25 7.0 

Negative Capacitance Shunt 40 0.0* < 2 

 

C. Complexity 
The complexity of each active control approach can be difficult to define and compare directly. 
There are significantly more electrical components used to create the active damping circuit, 
specifically the number of op-amps. In this circuit eight op-amps are used to combine and 
integrate the signals from the accelerometers and amplify the response.  In contrast, only a single 
op-amp is used for the negative capacitance shunt. Another added complexity of the active 
damping system is that the sensors are separate from the actuators, which makes the performance 
of the system sensitive to the relative placement of each. However, the negative capacitance 
shunt utilizes the same transducer as the sensor and actuator, and therefore does not have the 
same placement sensitivity issues. Directly related to the number of components and 
sensing/actuation requirements is the cost of the components needed to implement each control 
approach. The number of electrical components increases the cost of the active damping circuit, 
but the significant cost of the four accelerometers for sensing makes the active damping 
approach at least one order of magnitude larger than the negative capacitance shunt approach. 
Therefore, it would be possible to increase the number of negative capacitance shunt units to 
improve control performance while still having fewer electrical components and less overall 
cost. 

5. CONCLUSION 
This paper has presented a direct experimental comparison of two active control approaches 
which suppress flexural vibrations. An active damping control approach and a negative 
capacitance shunt were first outlined. Each of these techniques was then implemented on a 
Plexiglas panel, and the performance of each was compared to the spatially averaged velocity of 
an uncontrolled case. It was shown that the active damping approach had significantly greater 
suppression performance than the negative damping shunt. Not surprisingly, the active damping 
circuit required at least three times the amount of power as the negative capacitance shunt. 
Lastly, the cost and complexity of the negative capacitance shunt is considerably less than that of 
the active damping approach. Therefore, based on these trade-offs of performance versus power 
and cost, the best active control approach is application specific. 
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